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SECTION I 
GENERAL SAFETY FOR THE COMPACKER 

 
1.  STOPPING THE COMPACKER IN AN EMERGENCY 

There are four EMERGENCY STOP PUSHBUTTONS located around 
the Compacker (fig. 1-1). Each one will immediately stop every part of 
the Compacker. They are only to be used in an emergency.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                                 figure 1-1: An emergency stop pushbutton. 

 
They are located: 
a. On the LEFT SIDE of the Compacker.  
 
 
 
 
 
 
 
 
 
 
 
                        figure 1-2: The E-Stop on the left side of the Compacker. 
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b. On the ALLEN BRADLEY PANEL on the RIGHT SIDE of the 
Compacker (fig. 1-3). 

 
 
 
 
 
 
 
 
 
 
 
 

fig.1-3: The location of the Allen Bradley E-Stop button. 

 
 
 
 
c.  Around the FIRST CORNER DOWNSTREAM from the 

Compacker (fig. 1-4). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

figure 1-4: The first E-Stop button downstream from the Compacker. 
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d.  Next to the ANSER INK JET PANEL FACING THE LAST E-
STOP (fig. 1-5). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
figure 1-5: The E-Stop next to the Anser panel. 
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2.  Performing a LOCKOUT-TAGOUT PROCEDURE on the 
COMPACKER. 
     a. Notify all affected employees that lockout will proceed. 
     b. Shut down the machine by following the normal method of shutdown. 
     c. Push on the YELLOW PNEUMATIC OPEN BUTTON on  
         the side opposite from the DISPLAY PANEL (fig. 2-1). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

figure 2-1: Releasing pneumatic energy. 
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    d. Push the YELLOW PNEUMATIC OPEN BUTTON on the side 
opposite from the ANSER PANEL (fig. 2-2). 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

figure 2-2: Releasing pneumatic energy. 
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      e. Turn off the POWER SWITCH on the side opposite from the ANSER 
PANEL  (fig. 2-3). 
          
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

figure 2-3: Turning off the power switch on the east side of the machine. 
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          f.  Turn off the POWER SWITCH on the same side of the machine as 
the DISPLAY PANEL (fig. 2-4). 
 
 
 
 
 
 
 
 
 
 
 
 
 

figure 2-4: Turning off the power switch on the south side of the machine. 

            g.  Apply the LOCK-OUT LOCK to the POWER SWITCH on the 
                 same side of the machine as the DISPLAY PANEL (fig. 2-5). 
 
 
 
 
           

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

figure 2-5: The lock-out lock is applied to the power switch.  
 
 

 


